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700PTZ Pan/Tilt with Elevation             700PT Pan/Tilt Head            

 

              

        

700PT speci�cations:  
 
Load Capacity :  20 0lbs  
Top Pan/Tilt Speed:  90 degrees/sec  
Head Size :  72  lbs , 20 ”  x 13 ”  x 8 ”  
Power  Supply :  Rackmount  48VDC  
Lens  Interfacing :  Digital or Analog  
Repeatability: 1mm @10 meters  
 700 PTZ speci�cations:  

 
Load Capacity: 200lbs  
Power: 100/220 AC  
Elevation Range: 19.5”  stroke, 56” to 75.5” range  
Top Elevation Speed: 5 ”/second  

Cambotics
The 700PT is available as a stand-alone product for post, tripod mounting, or with an optional 
elevation column. Its 200 pound capacity easily supports the largest studio cameras and prompters, 
while setting the industry standard for smoothness, accuracy, and whisper-quiet operation.  A 
manual control option allows changing between manual and robotic operation with the flick of a 
switch. The elevation column adds extremely smooth on-air quality vertical moves to the 
production at an economical price point.
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Cambotics Series 700

The third-generation 700XY Robotic Pedestal substantially raises the bar for smoothness and
accuracy.  Using proprietary geometry together with optical targeting, the 700XY targets in 
seconds, navigates studio floors with millimeter precision, ends wheel-scrub floor damage,
and eliminates the need to periodically clean sensors and targets.

700XY Robotic Pedestal
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700XY Speci�cations:

Load Capacity:   200lbs
Top Pan/Tilt Speed:   90 degrees/second
Power:   110/200 AC
Lens Interfacing:   Digital, Canon or Fujinon
Max Floor Speed:   12”/second


